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DRILL PIPE: Drill pipe is hollow, thick-walled piping that transmits 

drilling fluid and torque through the wellbore to the drill bit on a drilling rig. It 

is manufactured to withstand severe internal and external pressure, distortion, 

bending, and vibration as it both rotates and lifts the bottom hole assembly 

(BHA). Drill pipe is threaded on each end in a section of pipe referred to as the 

tool joint. It is manufactured, sampled, tested, and inspected in accordance 

with standard specifications such as the American Petroleum Institute (API). 

 

 

 

Specifications: 

The specifications of 127 mm (5") API Grade S-135 DRILL PIPE (Range 2) are 

tabulated as under- 

Parameter Features 

https://www.globalspec.com/learnmore/specialized_industrial_products/oil_gas_mining_equipment/drilling_rigs
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PIPE BODY - Nominal Size (OD) = 127.00mm [5"] 
 
- Weight = 29.019 Kg/m [19.50 lbs/ft] 
 
- Wall thickness = 9.19mm [0.362"] 
 
- Internal Diameter = 108.61mm [4.276"] 
 
- Internal-External Upset [IEU] as per API Spec. 5DP 
 
- Tool Joint OD = 165.10mm [6.5/8"] 
 
- Tool Joint ID = 82.55mm [3.1/4"] to 88.90mm [3.1/2"] 
 
- Tong Length Pin end = Minimum 9 inches 
 
- Tong Length Box end = Minimum 12 inches 
 
- Drill Pipes shall be seamless with weld-on type tool joints as 
per API Spec. 5DP, API RP-7G-1 and API Spec. 7-2. 
 
- The minimum length of the finished drill pipe joint (inclusive 
of the tool joint) should not be less than 9.30 meters. 
 
- The Drill Pipes must contain any of ARNCO 100 XT / 
ARNCO 150XT / ARNCO 300XT, TCS 8000 or TCE Titanium 
type hard facing. The drill pipes are also to be coated with any 
of TK-34P / DPC of Tuboscope / IPC-207 internal plastic 
coating and shall be applied on the drill pipes for full length 
except the threads giving full details of the process of 

application.  

Thread 
Connection 

Double Shoulder, Pin and Box, Right Hand Connection fully 
compatible / interchangeable with NC-50 [4.1/2 API IF] Right 
Hand connection and having torsional strength of minimum 
67,000 ft-lbs and tensile strength of minimum 1,200,000 lbs. 

Tool joint box Tool joint box should be 18 degree tapered shoulder flash / 
friction welded tool (rotary friction welding) joints of standard 
length plus 2". 
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For any Query Please Contact: indeg@oilindia.in 

mailto:indeg@oilindia.in

